(1> INTERMEDIATE STILE
ATTACHED W/ RIVETS
(TOP & BOTTOM) AND

ADHESIVE (ALONG CENTER)

MAX.

END STILES ATTACHED TO DOOR
SKIN VITH RIVETS
(TOP & BOTTOM

DOOR WIDTH 9’-0° |

A

T

T

2" TALL x 20 GA. Y
32 KSI MIN. STRUT}
AS SHOWN

LOCK POSITION T

(BOTH SIED Y
WO POINT LOCKING ||

DOOR HIEGHT 8‘-0°

MAX.

T

6]

Twl 2' TALL x 20 m?m
32 KSI MIN. STRUT =z
PER SECTION IN A

(2-2-2-2-2) PATTERN. W

O

—————
WEATHERSTRIP

4’ x 3/4" SHEET METAL SCREWS.

d 1/4° x 3/4" SELF
TAPPING SCREWS

14 GA_END HINGES
VIEW &

MIN, 2-3*

2’ x 6” YELLOW
PINE JAMB

)

18 GA INTERMEDIATE HINGES

VIEV C

STOP MOULDING BY DOOR INSTALLER <TO SUIT)
GALV. STEEL END STILE

ILI

HORIZONTAL TRACK SUPPORT BY

75"

ik

| — 2° GALV. STEEL TRACK
MIN. TRACK THICKNESS: 0.058

\

<S> TRACK BRACKETS PER SIDE
39 FROM FF.

ﬁmqmp. FROM F.F.(FINISHED FLOOR)
=]
1

12* FROM F.F,

f

HORIZONTAL <TOP) JAMB
<NO LOAD FROM DOOR>

°Z

|- FASTENER TYPE

MAX. O.C.

2x6 VERTICAL .._>zw/

)

b

SLIDE BOLT LOCK

ENGAGES INTO

VERTICAL TRACK.

ONE LOCK ON

TYP, 2-1/2' x 12 GA, GALV. STEEL TRACK BRACKET

0,019* NOM., STEEL

PAN COATED WITH BAKED-ON

POLYESTER TOP COAT
APPLIED TO BOTH
SIDES OF SKIN

EACH SIDE OF DOOR

MIN NO. OF
FASTENERS
PER VERTICAL
JAMB,

3/8* x 3" LAG SCREW W/ 1-1/8* WASHER @ 24 0O.C.

GALV. STEEL INTER STILE

MIN. 1-1/2" EMBED.
1/2* TO0 PROVIDE A FLUSH MOUNTING SURFACE.

LAG SCREWS MAY BE COUNTER SUNK

HORIZONTAL JAMBS DO NOT TRANSFER LOAD.

i1 !

12 GA. GALV. STEEL TRACK
BRACKETS FASTENED TO wOOD JAMB
WITH (1> 5/16° x 1-5/8° LAG SCREW

TO MIN. 16 STEEL

WITH <1) 1/4-14 HWH

TO GROUT FILLED CMU/CONCRETE
WITH (1> 3/8°x4‘ WEDGE BOLT
MIN. 3-1/2 EMBED,

MIN. 2-1/2* EDGE DISTANCE

PER TRACK BRACKET

(SEE ABOVE FOR SPACING).

2’ GALV. STEEL TRACK FASTENED TO
12 GA. GALV. STEEL TRACK BRACKETS.
TRACK ATTACHED TO EACH BRACKET
WITH ONE 1/4” x S/8° BOLT & NUT.

PUSH NUT

14 GA. GALV. STEEL ROLLER HINGES
FASTENED TO END STILES EACH W/(4)
1/4" x 3/4' SHEET METAL SCREWS AND

(4> 1/4* x 3/4" SELF TAPPING SCREWS PER END HINGE.

2 DIA. SHORT STEM, 10 BALL NYLON ROLLER.

~JAMB CONFIGURATION

(REFERENCE DASMA TECHNICAL DATA SHEET #161>

18 GA. GALV. STEEL CENTER HINGE
FASTENED TO INTER. STILES EACH W/<4)
1/4" x 3/4' SHEET METAL SCREWS,

NOTE: THE DESIGN OF THE SUPPORTING STRUCTURAL ELEMENTS

SHALL BE THE RESPONSIBILITY OF THE PROFESSIONAL OF RECORD
FOR THE BUILDING OR STRUCTURE AND IN ACCORDANCE
WITH CURRENT BULIDING CODES FOR THE LOADS LISTED ON

THIS DRAWING.

VINYL WEATHERSTRIP

DOOR INSTALLER <TO SUITY
DOOR

13 GA. GALV. STEEL FLAG BRACKET HEIGHT } “L

EACH FASTENED TO WOOD JAMB WITH &'-6° | 70°

(3 5/16* x 2 WOOD LAG SCREWS. o | 7¢

82

FROM F.FCFINISHED FLOOR g-0" | 88"
TRACK CONFIGURATION

H 574 FROM FF.CFINISHED FLOOR 27

-

i\ V7

ICK
F— /
\12 GA. STEEL TOP

2’ TALL STRUT
20 GA. GALV. STEEL
32 KSI MINIMUM

or

_L\m._.__w_._

ROLLER BRACKET. EACH
BRACKET ATTACHED W/(4)
1/4* x 3/4* SHEET METAL
SCREWS,

TOUNGE AND GROOVE JOINTS

14 GA. GALV. STEEL

END HINGE, EACH
FASTENED TO END

STILES W/(4) 1/4* x 3/4°
SHEET METAL SCREWS

& (4> 1/4° x 3/4" SELF
TAPPING SCREWS.

* TALL x 20 GA. <32 KSD GALV

EACH STRUT IS ATTACHED W/ (4) FOUR

1 STEEL STRUTS IN A 2-2-2-2-2

e PATTERN.
1/4* x 3/4" SELF TAPPING SCREWS
SHEET METAL SCREWS AT EACH
INTERMEDIATE STYLE,

L4

ON EACH END AND (@) TwO 1/4° x 3/4°

12 GA. GALV. STEEL BOTTOM BRACKET
ATTACHED WITH TwO (@) 1/4° x 3/4

SHEET METAL SCREWS.

SECTION A-A C¢SIDE VIEW)

+ 370 PSF
- 410 PSF
JAMB_DESIGN
PRESSURES

+ 1665 pif
- 1845 plf

CHANGED TO J.M. MARKED UP PRINTS
CHANGED TO J.M. MARKED UP PRINTS
CHANGED TO J.M. MARKED UP PRINTS

DATE

B [02/28/08
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A [02/09/08|
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